








GUN DRILLS

GUN DRILLS | Brocas Canhao | Brocas Caion

SINGLE AND TWIN FLUTED GUN DRILLS

RANGE MAX. @4,00 TO 32mm
MAX. TOTAL LENGTH 3000mm
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PALBIT

Palbit is reference brand since 1952 as a hardmetal producer.
We produce and repair the gun drills in a reliable process to fulfill the most demanding needs.
As a certificated company according to the ISO9001:2008 we are able to guarantee the efficiency during the production chain.

APPLICATION PROCESS

The Gun Dirills are applied in the execution of deep horizontal and vertical holes. Its V channel configuration, allows two cutting edges
that facilitates the chip removal during the drilling process.
Due to the characteristic design of its guides, this drill is capable to do deep holes with good linear and with nice finish.

SINGLE FLUTED GUN DRILLS

* For drivers design - see page 11

The Gun Drill as three components:

e soft steel driver ¢ hard steel shank ¢ solid carbide cutting tip
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COUNTOUR TYPES - Cutting edge configuration
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NO2 ALUMINIUM NO3 CAST IRON NO5 FLAT BOTTOM
FACET DESCRIPTION
HORIZONTAL VERTICAL HORIZONTAL VERTICAL HORIZONTAL VERTICAL

A OUTER PRIMARY +15° +15° +40° +12° +1° +12°

B OUTER SECONDARY +14,5° +20° +39,5° +25° +1° +20°

C INNER RELIEF -20° +15° -20° +12° - -

D FRONT CLEARANCE 0° +25° 0° +35° = =

E OIL DUB-OFF -25° -15° -25° -12° 25° -12°
POINT POSITION D/4 D/4 D/2

NO06 SUPER ALLOYS N08 WOOD GRIND NG90 MALLEABLE MATL
FACET DESCRIPTION
HORIZONTAL VERTICAL HORIZONTAL VERTICAL HORIZONTAL VERTICAL

A OUTER PRIMARY +42° +14° +30° +20° +20° +20°

B OUTER SECONDARY +41,5° +25° = = = =

C INNER RELIEF -17° +14° -20° +20° -20° +20°

D FRONT CLEARANCE 0° +30° 0° +30° 0° +25°

E OIL DUB-OFF -22° -15° -25° -156° -25° -15°
POINT POSITION D/5 D/3,5 D/3,5
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